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TI-1680SS INDICATOR

The TI-1680 is an NTEP and Canadian certified digital indicator housed in a stain-

less steel enclosure. This digital indicator is designed to support many applications 

for the installer, yet maintain simplicity for the operator. Stainless Steel construc-

tion makes it wash-down safe.

STAINLESS STEEL CONSTRUCTION.
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Divisions: NTEP & Canadian certified for 10,000 divisions

Display Resolution: up to 50,000 external divisions

Serial Port: two full duplex RS-232C serial ports

 (one port can be configured to USB)

Bracket: heavy duty stainless steel swivel bracket

Display: large, easy to read LED

Full front panel configuration

Gross/Net/Tare- Print Ticket Mode with 6 digit ID number

Tare and APW- Stored in Non-Volatile Memory

Load cells: drives up to 12 x 350 ohm load cells

Internal power supply

The TI-1680 is an NTEP and Canadian certified digital indicator housed in a stainless steel enclosure. This digital 

indicator is designed to support many applications for the installer, yet maintain simplicity for the operator.

Configure the ‘F1’ Key for Peak, Totalizing (Accumulation), Hold, and Live Weight or disable the ‘F1’ Key to simplify 

operation. Dedicated keys are provided for Checkweighing and Batch weighing. The large LED display is easy to read. 

Stainless Steel construction makes it wash-down safe.

Standard communications include two RS-232 ports, one of which is configurable to USB. Many options are available 

including analog output, RS-485, and WLAN.

OVERVIEW

SPECIFICATIONS

Load Cell Excitation +5 VDC

Load Cell Current: Drives up to twelve (12) 350 Ω load cells

Analog Signal Input Range: +/- 3.125 mV/V (max.)

A/D Conversion Rate: 10 Hz / 80 Hz (selectable)

Sensitivity: 0.3μV/grad, minimum 0.6μV/grad, min value recommended for “legal trade”

DC Power Consumption: 200 mA + 15 mA/350 Ω load cell

Display Resolution: Up to 50,000 external grads

Canadian Weights and Measures: General Class III at 10,000 divisions, AM-5801

Display: 1”, 6-Digit LED, green with tri-color LED bar graph

Annunciators: Gross, Net, Tare, Zero, Under, Accept, Over, lb, kg, Stable, 01-04 
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DISCOUNTS & SPECIAL PRICING

WARRANTY

All Military, Federal & State purchasing agents, call today for your special discount off of our entire catalog of scales, parts, & 

accessories. All basic commercial freight-inclusive scale packages have restrictions and conditions. Additional charges may apply 

if these conditions are not met. Click the link below to learn more.

We stand behind our products. INSCALE products come with a 3-Year Warranty from the date of original pur-

chase on defects in material and workmanship for all INSCALE products properly installed by an authorized 

distributor under normal use and maintenance. 


